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... Lens controls are shown in Figure 5. Since a vertical slider would be too visually disruptive on 
the timeline, a horizontal one is provided to allow the user to adjust the zoom level of the lens. 
In theory, one could Page 6. -6- ... Video Editing Using Metadata," in Proceedings of ... 
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... desirable to provide one or more human-operated editing workstations which can used to adjust 
or "fine ... from a library and added to form all or part of the descriptive metadata that is ... [0064] 
Frequently, when parsing television programming, the audio and video components have ... 
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... below, for the first time it is possible to annotate one or more main video streams, either analog 
or digital streams, and to enhance the streams with authored metadata in a ... 2 is an illustration 
of a display screen depicting a tracked image entity according to an embodiment ... 



Audio and video program recording editing and playback systems using metadata 

... desirable to provide one or more human-operated editing workstations which can used to adjust 
or "fine ... from a library and added to form all or part of the descriptive metadata that is ... [0064] 
Frequently, when parsing television programming, the audio and video components have ... 
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... the manner in which video program content and descriptive metadata is transferred between 
content and service provid- ers and a personal video recording device operated by a viewer in 
accordance with the invention; and [001 1] FIGS. 3-5 illustrate screen layout displays ... 

Audio and video program recording, editing and playback systems using metadata 

■ ' \ ■:: 

... desirable to provide one or more human-operated editing workstations which can used to adjust 
or "fine ... from a library and added to form all or part of the descriptive metadata that is ... [0068] 
Frequently, when parsing television programming, the audio and video components have ... 
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... Metadata is typically used to catalogue electronic documents or otherwise identify information 
rela- tive to an electronic document. ... This improved WebTV hardware may display both video and 
markup language data on the screen at the same, to provide information such ... 
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ng homogeneous shot indices: In a study of film editing, Brandt [3] notes 
that the average length for an audience to adjust to a new cut is about 3 seconds. ... 
[6] R. Jain and A. Hampapur. Metadata in video databases. ... 



... 6.1 hlapptig Cofidence tokdex Pok& Additiond information can be extracted from - 
stream by ... For example, a keyframe-detector based on video frame differences m 
on a thresholded ... are not pre- computed but rather left to the user to adjust as de: 
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